BOQ for Providing fire hydrant system at Dump Yard, JIPMER.

S.NO

DESCRIPTION

Unit

Quantity

Rate

Amount

Supply, Installation, Testing and Commissioning of MS
pipes of the following sizes "C" class confirming to IS :
1239 with malleable specials confirming to 1S:1239 part -
11, such as elbows, reducers, flanges etc. Including
cutting, Welding, fixing in / on walls, ceiling by using
suitable supports etc and painting with two or more coats
of synthetic enamel paint of required shade.

1.1

100 NB

=

250.00

1.2

80 NB

3

6.00

Supply, installation, testing and commissioning of slim
seal type cast iron butterfly valves lever operated type
with necessary flanges, nuts, rubber insertion gaskets,
nuts and bolts complete.

100 NB

Nos

2.00

Supply, installation, testing and commissioning of single
headed hydrant valve of SS of 63 mm dia oblique type,
Type-A with ISI mark instantaneous hose coupling
adaptor confirming to 15:5290

Nos

2.00

Supply, installation, testing and commissioning ofSS
branch pipe with 63 mm male hexagonal base nozzle
confirming to IS:903.

Nos

2.00

Supply, installation, testing and commissioning of RRL
hose in 15M length of 63 mm dia with ISI mark and
tested to bursting pressure of 15kg/sqcm and with SS
male and female coupling as per 15:636 Type-A

Nos

4.00

Supply, installation, testing and commissioning of hose
cabinet of external type to accommodate two piece of
hose pipes along with 2 pair of male and female coupling
and one branch pipe. The cabinet is made of MS sheet
16swg, glass fronted with hinged door and lock. The
cabinet is spray painted to red color outside.

Size - 750 x 600 x 250

Nos

2.00

Supplying and Fixing of 100 mm dia U Clamp

Nos

84.00

Supplying of MS Angle Support

50.00

Supply, installation, testing and commissioning of
pressure gauge with 0 to 12kg range 4" dia. With
required connection accessories

set

1.00




10

Supplying and applying thick readymade wrapping &
coating 4mm thick material over one coat of coal tar
primer for underground pipes

MAKE : IWL

24.00

11

Clearing jungle including wuprooting of rank
vegetation, grass, brush wood, trees and saplings of
girth up to 30 cm measured at a height of 1 m above
ground level and removal of rubbish up to a
distance of 50 m outside the periphery of the area
cleared.

sqm

300.00

12

Dismantling manually/ by mechanical means
including stacking of serviceable material and
disposal of unserviceable material within 50 meters
lead as per direction of Engineer-in-charge :

bituminous road

sqm

10.00

13

Demolishing cement concrete manually/ by
mechanical means including disposal of material
within 50 meters lead as per direction of Engineer -
in - charge.

Nominal concrete 1:3:6 or richer mix (i/c equivalent
design mix)

cum

3.00

14

Earth work in excavation by mechanical means
(Hydraulic excavator) / manual means in
foundation trenches or drains (not exceeding 1.5 m
in width or 10 sqm on plan), including dressing of
sides and ramming of bottoms, lift upto 1.5 m,
including getting out the excavated soil and disposal
of surplus excavated soil as directed, within a lead of
50 m.

All kinds of soil.

cum

25.00

15

Providing and laying in position cement concrete of
specified grade excluding the cost of centering and
shuttering - All work up to plinth level :

1:4:8 (1 Cement : 4 coarse sand (zone-III) : 8 graded
stone aggregate 40 mm nominal size)

cum

7.00

16

Providing and laying in position specified grade of
reinforced cement concrete, excluding the cost of
centering, shuttering, finishing and reinforcement -
All work up to plinth level :

1:2:4 (1 cement : 2 coarse sand : 4 graded stone
aggregate 20 mm nominal size).

cum

3.00

17

Centering and shuttering including strutting,
propping etc. and removal of form for all heights :

Suspended floors, roofs, landings, balconies and
access platform

sqm

18.00




18

Steel reinforcement for R.C.C. work including
straightening, cutting, bending, placing in position
and binding all complete upto plinth level.

Thermo-Mechanically Treated bars of grade Fe-500D
or more.

kg

160.00

19

Structural steel work riveted, bolted or welded in
built up sections, trusses and framed work,
including cutting, hoisting, fixing in position and
applying a priming coat of approved steel primer all
complete.

350.00

20

Brick work with common burnt clay F.P.S. (non
modular) bricks of class designation 7.5 in
superstructure above plinth level up to floor V level
in all shapes and sizes in :

Cement mortar 1:4 (1 cement : 4 coarse sand)

cum

25.00

21

12 mm cement plaster of mix :

1:4 (1 cement: 4 fine sand)

sqm

230.00

22

Applying one coat of water thinnable cement primer
of approved brand and manufacture on wall surface

Water thinnable cement primer

sqm

230.00

23

Wall painting with acrylic emulsion paint of
approved brand and manufacture to give an even
shade :

Two or more coats on new work

sqm

230.00

Grand Total

Note: The Bidder, at the Bidder’s own responsibility and risk, is encouraged to visit the Site of Works and obtain all information
necessary for preparing the Bid. The Bidder shall quote his price which should include GST. In case of discrepancy in the rates
quoted in words and figures, the rates in words will be considered for evaluation.

Signature of Bidder with Seal and Date




