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TECHNICAL SPECIFICATIONS

A BRIEF OF REQUIREMENT OF THE WORK:
General Scope of Work:

The scope of work comprises of Supplying of ABC, CO2, Foam and MRI compatible
Co2 & Water Mist type Fire Extinguisher at JIPMER, Puducherry.

1. Supplying of trolley mounted Mechanical Foam type Fire extinguisher: capacity 50 ltr,
suitable for class B fires with pressure indicating gauge, internal tube, squeeze lever
type valve fully charged complete in all respects including wall suspension bracket /
trolley mounted and confirming to 1S:910 and IS 13386 standard specification ,with
following parameters are Minimum period of 10 meters are maintained - 40sec
,Minimum period at least 90% of content discharged - 180 sec Full body weight - 80 -
85Kg,Working pressure - 15 bar, Hydro tested pressure(HP) - 30 bar, Bursting pressure
- 45 bar. with 2 - 3 years warranty

2. Supplying of ABC trolley mounted Stored Pressure Type Fire extinguisher capacity 50
kg suitable for A, B & C class fires,Fires.involving oils, solvents, paints, varnishes,
electrical wiring & live machinery, IS specification :10658.Minimum period of 8 meters
are maintained - 40sec,Minimum period of at least 90% of content discharged - 50 sec,
Full weight - 110 KgWorking pressure - 15 bar,Hydro tested pressure(HP) - 30
bar,Bursting pressure - 45 bar. with 2-3 years warranty.

3. Supplying of Carbon-di-oxide type Fire extinguisher capacity 4.5 Kg ISI marked
(IS:2878) and IS: 15683Fire Extinguisher, Carbon-di-oxide type cylinder with Flat base
including valve, discharge hose of not less than 10 mm dia, 1M long and complete in
all respects including initial fill with CO2 gas conforming to 1S:307-1966 filled to a
filling rate of not more than 0.667 and wall suspension bracket.and Minimum period
of 2 meters are - 8 sec, Minimum period at least 95% of content discharged - 25 secFull
weight - 17 KgWorking pressure - 60 bar,Hydro tested pressure(HP)- 250
bar,Bursting pressure - 600 bar,Fire rating - 21 B.

4. Supplying of ABC type Fire Extinguisher capacity 6 Kg In HP Mild Steel Cylinders
ISI marked fitted with pressure indicating gauge, internal tube, squeeze lever type
valve fully charged with ABC powder (Mono Ammonium Phosphate) with complete
stored pressured by Nitrogen complete in all respects including wall suspension
bracket and confoming to 1S:13849-1993.Minimum period of 6metes within -
20sec,Minimum period at least 90% of content discharged - 25 secFull weight - 9.3
Kg,Working pressure - 15 bar,Hydro tested pressure(HP) - 35 bar,Bursting pressure -
55 bar, Fire rating - 4A /55B. with 4 years warranty.

5. "Supplying of MRI compatiable Co2 fire extinguisher capacity 4.5 Kg this fire
extinguisher made of aluminium shell and non - magnatic fitting such as Valve,Nozzle
& Pin the suffacate the fire by cutting off the supply of oxygen and leave no necessary
behind post dousing the flame. the unique constructiion made up of non magnatic,non
corrosive, need global standard certification (CE) and UL standard based
carbondioxide through non magnatic certification.Minimum period of 2 meters within
- 13 sec Minimum period at least 95% of content discharged - 25 sec ratio of 0667.,and
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fire rating of 21B standard with operating range -20 to +55 degree celceis.5 years
repalcement warranty."

Supplying of MRI compatible De -Ionized water mist fire extinguisher capacity of 6 Its
in all scan and MRI room at hospital building , this fire extinguisher made of
aluminium shell and non - magnatic fitting such as Valve,Nozzle & Pin.De-ionized
water is used for maximum efficency on Class A andPotential class 'c' fire of electrical
shock.tested to 11.7 tesla,UL&ULC rating of 2A:C making them appropriate for most
medical treatment rooms and operating theatr and discharge timing is 80 sec.rechage
can be done through water with pressureized nitrogen to 100 PSI. with omplies NFPA
standard ISO 9001: certified standard Make Amarex.5 years replacement warranty.
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