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20-05-2022 

Amendment no. 3 

Sub: Technical Specification Amendment for the tender of Mother & Child Block -AIIMS , New 
Delhi-110029. 

 
Ref.: GeM Bid No GEM/2022/B/2056838 Dated: 21-03-2022 for item ‘Assisted Endo Bronchial Ultrasound 

sysytem with Re processor for Pediatric Suegery (Qty: 1 no.)’ 
 

 
The following changes are being incorporated in the above referred GeM Bid Number only. 
 
 

Sr. 
No. 

Buyer 
Specification 

Document 
Page & Para 

EXISTING TENDER 
SPECIFICATION 

READ AS 

1 Pg 1 
Para 6 

Should have Viewing direction: Less 
than 15 degree forward oblique. 

Should have Viewing direction: Less than 20 
degree forward oblique. 

 

 
2 Pg 1 

Point 7 
should have Distal end diameter: 
6.7mm or less 

Should have Distal end diameter: 7mm or less.  

3 Pg 1 
Para 8 

Should have Field of view: more than 
100 degrees 

Should have Field of view: 90-120 degree  

 
4 Pg 1 

Para 11 
Should have Ultrasound Processor: 
Scanning mode: Color Doppler, 
Power Doppler, Pulse Wave, B-
Mode, M- Mode. 

Should have Ultrasound Processor: Scanning 
mode: Color Doppler, Power Doppler, Pulse Wave, 
B-Mode. 

 

 

 
5 Pg 1 

Para 14 
Working length: Should be more than 
605 mm 

Working length: Should be more than 600 mm  

 

 
6 Pg 1 

Para 18 
Should have a dedicated computer 
system 

 Should have a dedicated computer system: - i7 
processor, 16 GB RAM, 512 SSD and 1TB Hard 
disk 

 

7 Pg 1 
Para 22 

HD Video processor along with Multi 
LED light source (3 or more LED’s) 
equivalent to 300 watt xenon light 
with Image enhancement 
technology. 

HD Video processor along with Multi LED light 
source (3 or more LED’s) equivalent to 300 watt 
xenon light with Image enhancement technology 
Multiple HD output: (HD-SDI/ DVI/HDMI) 

 

 

 
8 Pg 1 

Para 24 (K) 
System should be supplied with an 
Automatic Endowasher compatible 
with the Hybrid EBUS System to 
clean the scopes. 

System should be supplied with an Automatic 
Endowasher compatible with the Hybrid EBUS 
System to clean the scopes. 
1. Should cleaned ≥ 2 Scopes 
2. Digital display with finger touch screen 
3. Compatible with all disinfectant (OPA, GA) 
4. Timing of cycle should be set as per 
requirement 
5.Tabletop model should be movable 
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9 Pg 2 
Para 25 

Slim Paediatric Bronchoscope-    

Technical Specification    

Angle of view- 120 Angle of view: 110 or more  

 
Distal End- 3.8 mm Distal End 4mm or less  

 
Insertion Tube-3.8mm Insertion Tube 4mm or less  

  
Observation Range-3-100mm Observation Range 2-50mm or more.  

 
Total Length-890 mm Total Length 900mm or less  

 
 

 
All other contents of the Bid Document including terms & conditions remain unaltered. 
 
Note: Prospective Bidders are also advised to check the GeM Portal regularly prior to the closing date 
and time of online submission of bid 
 


