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16-01-2023 

Amendment no. 3 

Sub: Technical Specification Amendment for the tender of Mother & Child Block -AIIMS , New Delhi-
110029. 

 
Ref.: GeM Bid No GEM/2022/B/2704702 Dated: 04-11-2022 for item ‘Pediatric and Neonatal high frequency 

ventilator (Qty: 10 nos.)’ 
 
 
The following changes are being incorporated in the above referred GeM Bid Number only. 
 

Sr. 
No. 

Buyer 
Specification 

Document 
para and pg 

Existing Tender 
Specification 

Read As 

1 Para 9, pg 1 Should have detachable 
screen for infection 
control 

Deleted 

2 Para 10, pg 1 Should be upgradable 
with auto Fio2 control via 
Spo2 targeting. 

Should have FiO2 control via Spo2 targeting" 

3 Para 11,  pg 
1 

Digital display of FiO2, 
peak pressure, mean 
airway pressure, 
CPAP/PEEP, Expiratory 
tidal volume, expiratory 
minute volume, total 
frequency, spontaneous 
frequency, lung function 
monitoring including 
compliance, resistance, 
lung distention 
coefficient, (C.0/C), Lung 
time constant, Rate 
volume ratio etc. 

Digital display of FiO2, peak pressure, mean airway 
pressure, CPAP/PEEP, Expiratory tidal volume, 
expiratory minute volume, total frequency, 
spontaneous frequency, lung function monitoring 
including compliance, resistance, lung distention 
coefficient, (C.0/C), Lung time constan 

4 Para 12,  pg 
1 

Should have built-in 
logbook for recording 
events like various 
alarms - Minimum 3000 
alarms. 

Should have built-in logbook for recording events 
like various alarms - Minimum 1500 alarms. 

5 Para 15, pg 1 Audio visual alarms for 
MV high/Low, Apnea, 
tube obstruction, FiO2 
high/low, high PIP, low 
Cr(PPEEP/CPAP, fail to 
cycle, gas supply low, 
power failure, ventilator 
inoperative, alarm log 
book tables and Trends 
of minimum 60 hours 
should be available. 

Audio visual alarms for MV high/Low, Apnea, tube 
obstruction, FiO2 high/low, high PIP, low 
Cr(PPEEP/CPAP, fail to cycle, gas supply low, 
power failure, ventilator inoperative, alarm log book 
tables and Trends of minimum 48 hours should be 
available. 
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6 Para 20,  pg 
1 

Ventilator should be 
supplied with good quality 
medical air compressor. 
Compressor should be 
US FDA or European CE 
or BIS approved. 

Ventilator should be supplied with external/internal 
medical air compressor. Compressor should be US 
FDA or European CE or BIS approved. 

7 Para 23,  pg 
1 

Should be supplied with 2 
no of nebulizer. 

Should be supplied with 1 no of nebulizer. 

8 NA Added Para:  Stainless steel circuit support arm. 

9 NA Added Para: Disposable circuit x 25pcs dual heated with auto fill 
chamber and to be quoted separately 

10 NA Added Para: should be supplied with all Accessories for nCPAp 
x25 pcs 

11 NA Added Para: Each ventilator should be supplied with the 
following accessories 
1. Reusable Silicon Paediatric and Neonatal  
patient circuit- 1 No each 
2. Disposable Paediatric patient circuit - 10 nos  
3. Disposable Neonatal patient circuit - 05 nos  
4. Mobile Trolley- 1 No 

12 NA Added Para:  BOQ 

      1. Ventilator as per specification-1 No 

      2. Nebulizer- 1 Nos 

      3. Disposable dual heated with auto fill chamber- 
25 Nos 

      4. Oxygen Sensor-1 No each 

      5. Servo Controlled Heated 
wire Humidifier- 1 No 

      6. Stainless steel circuit support arm- 1 No 

      7. nCPAp- 25 Nos 

      8. Reusable Silicon Paediatric and Neonatal  
patient circuit- 1 No each 
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      9. Disposable Paediatric patient circuit - 10 nos  

      10. Disposable Neonatal patient circuit - 05 nos  

      11. Mobile Trolley- 1 No 

13 NA Added Para: Price of essential consumables as shown below to 
be quoted separately which shall be considered for 
bid ranking( the unit price should be fixed for 10 
years). These consumables may be ordered as and 
when required by the user department 

      Item Description Quantity 
(approx. qty over 

10 years being 
factored for bid 

ranking purposes 
only) 

      1. Disposable Paediatric patient circuit    2000 

      2. Disposable Neonatal patient circuit  2000 

      3. Oxygen Sensor 30 

 
 
 
 
 
Important Note: 
 

1. Prospective Bidders are advised to check the GeM Portal regularly prior to the closing date and 
time of online submission of bid. 

2. The Bid Security/EMD shall be valid for 110 days from Techno – Commercial Tender opening 
date. The techno-commercial tender opening date shall be considered as mentioned in bid 
document read with it’s amendment(s), if any. 

3. In reference to the extension of bid opening date as mention on GeM portal, Participating bidders, 
who are submitting their Bid security/EMD in the form of Bank Guarantee (BG) or FDR are 
instructed to extend the validity of their BG/FDR accordingly, i.e. required validity of EMD is to 
be kept in line with the extended bid opening date. 

4. Traders/resellers/distributors/authorized agents will not be considered for availing benefits under 
PP Policy 2012 for MSEs as per MSE guidelines issued by MoMSME 
 

5. Bidders shall ensure that their tender(s), complete in all respects, are submitted online through 
GeM portal only. 
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