
Sr. No. Buyer uploaded ATC 

document para and pg

Tender Specification Representation received from Bidder COMMITTEE RECOMMENDATION

1 Para 2, pg 1 3/5 lead ECG monitoring and recording; should be 

able to print a 3 channel ECG directly.

3/5 lead ECG monitoring and recording; should 

be able to print 1 or more channel ECG directly.

Reason: Kindly allow for wider participation

3/5 lead ECG monitoring and recording; should be able 

to print 1 or more channel ECG directly.

2 Para 5, pg 1 Should be able to compensate for patient to patient 

differences in impedance and paddles should show 

the degree of contact on the paddles.

Should be able to compensate for patient to 

patient differences in impedance and should 

show the degree of contact on the display.

Reason: Kindly allow for wider participation

Should be able to compensate for patient to patient 

differences in impedance and should show the degree 

of contact.

3 Para 9, pg 1 The display screen should be at least 7 Inch or 

more in size, TFTwith color display and should be 

clearly visible, both in dark and daylight. It should 

display at least 2 channels. It should show the heart 

rate, operating mode (AED or otherwise), 

synchronous or asynchronous mode for 

defibrillation energy selected, pacing mode and 

energy. It should be possible to vary the size of 

ECG on the monitor.

The display screen should be at least 7 Inch or 

more in size, TFTwith color display and should be 

clearly visible, both in dark and daylight. It should 

display at least 2 channels. It should show the 

heart rate, operating mode (AED or otherwise), 

synchronous or asynchronous mode for 

defibrillation energy selected, pacing mode and 

energy.

Reason: Kindly allow for wider participation

No change considered

4 Para 10, pg 1 It should have ability, by inbuilt/integrated structure 

to measure chest compression rate and depth in 

real time with both visual & audible feedback and 

optional CPR index on screen.

Kindly delete this point.

Reason: The asked point is restricting the 

competition as it is lockout specs available with 

only few companies i.e. Zoll, Stryker and Nihon 

Kohden.

Hence, we request you to kindly delete this point 

for better and wider participation.

Deleted

5 Para 15, pg 1 Should have internal memory of at least 72 hours of 

all data and 100 events (duration, number of 

shocks, date and time of shocks)

Should have internal memory of at least 24 hours 

of all data and 11 or more defib events (duration, 

number of shocks, date and time of shocks)

Reason: Kindly allow for wider participation

No change considered

6 Para 18, pg 1 During Warranty period, the supplier is required to 

visit at each consignee's site at least once in  

3months commencing from the date of the 

installation for preventive maintenance of the 

goods.

as per prebid discussion Deleted

Response To Pre-Bid Queries (Pre-Bid date: 21.11.2022)
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