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Tender Specification Representation received from Bidder COMMITTEE RECOMMENDATION

Should be supplied with EMG biofeedback module/ 

software for pelvic floor training

Reason: All company have different technologies for 

biofeedback, some having facility through software and 

some having facility through module. Therefore, we 

request you to kindly change it with the EMG 

biofeedback with module/ software for pelvic floor 

training. so that multiple companies can participate in 

tendering process.

Should be supplied with separate/inbuilt EMG 

biofeedback module for pelvic floor training.

2 Para 2, pg 1 Video Urodynamic Table/Chair Should be Supplied with Motorised chair doing with 

Video Urodynamic

Study. It has perineal cut to perform voiding cystometry.

Should be Supplied with Motorised chair/ 

table.

Should be supplied with radiolucent motorized chairfor 

doing urodynamic andvideo urodynamic studies in sitting 

and supine positi on.Should have perineal cut,lithotomy 

att achment,att achment for funnel,att achment for urofl 

owtransducer with swivel armmechanism. Should have 

footrest and arm rest. Should haveback secti on 

adjustment andheight adjustment.( for point no 2.a to 

2.h)

Radiolucent motorised chair providing six to eight 

positioning functions capable of supine,

sitting and standing position

Radiolucent Motorised Chair providing functions capable 

of supine and sitting position.

4 Para 2.b (Video 

Urodynamic 

Table/Chair), pg 1

It should allow patient to remain in one 

place for preparation, filling and 

voiding phases of the urodynamic test

It should allow patient to remain in one place for

preparation filling and voiding phase of the Urodynamic 

test

No change Considered

Response To Pre-Bid Queries (Pre-Bid date: 21.11.2022)
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Item Name: Urodynamic System 

 Radiolucent motorised chair providing 

eight positioning functions capable of 

supine, sitting and standing position

Para 2.a (Video 

Urodynamic 

Table/Chair), pg 1

3

No change Considered

Motorised chair providing eight positioning 

functions capable of supine and sitting

Should be supplied with EMG 

biofeedback module for pelvic floor 

training

Para 1.b, pg 11
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Item Name: Urodynamic System 

5 Para 2.C (Video 

Urodynamic 

Table/Chair), pg 1

It should eliminate the risk of catheters 

falling out or getting misplaced during 

transfer or ambulation

It should eliminate the risk of catheters filling

out or getting misplaced during transfer or ambulation.

No change Considered

6 Para 2.d (Video 

Urodynamic 

Table/Chair), pg 1

Chair should be protected against 

water incursion

Chair should be

protected against water

corrosion.

No change Considered

There Should be double wheel rolling casters.

There should be double/single wheel rolling casters 

offering unencumbered maneuverability.

8 Para 2.f (Video 

Urodynamic 

Table/Chair), pg 1

There should be side mounted 

cantilevered design offering 

anterio/posterior, lateral and oblique 

views without obstruction and to 

provide easier access to, and 

visualization of, the perineal area.

There should be side mounted cantilevered design 

offering anterio/ posterior lateral and oblique views 

without

obstructions and to provide easier access to and 

visualization of the perineal area

No change Considered

9 Para 2.g (Video 

Urodynamic 

Table/Chair), pg 1

There should be radiolucent carbon 

fiber seat and back for head-to-toe 

imaging.

The seat and backrest are fully translucent in all

positions for C-Arm scanning in Horizontal as well as

vertical direction

Deleted

10 Para 2.h (Video 

Urodynamic 

Table/Chair), pg 1

Weight capacity in standing position 

should be 250kg.

Weight capacity should be approx.. 150 Kg No change Considered

11 Para 9, pg 1 Should have infusion volume upto 

1000ml & software based calibration 

control and have the ability to show 

infusion volume

Should have integrated infusion volume sensor to 

measure correct infused volume up to 3000ml &

software based calibration control

Remarks: Infusion sensor is required to measure correct 

infused volume especially in case when pump

is rotating but saline is not being infused in the bladder 

due to damage of pump tubing.

No change Considered

Para 2.e (Video 

Urodynamic 

Table/Chair), pg 1

7 There should be double wheel rolling 

casters offering unencumbered 

maneuverability

No change Considered
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Item Name: Urodynamic System 

Should be supplied with Leak Point Detector software 

and Module to attach to meatus of urethra to detect even 

small drops of urine leakage which do not come into 

beaker and

should mark leak automatically in software.

Remarks: Leak point detector is must especially for 

evaluation of Uro Gynae patients who are suffering from 

mild Stress Urinary

Incontinence. In some of the patients , it is very difficult 

to identify during urodynamic studies in supine position 

when patient has a small drop of leak which do not come 

into beaker and remain in the perineum. Leak point 

detector module helps physician to identify the leak and 

treat their patients accordingly.

Should be supplied with Leak Point Detector software 

and Module to attach to meatus of urethra to detect even 

small drops of urine leakage which do not come into 

beaker and

should mark leak automatically in software.

Remarks: Leak point detector is must especially for 

evaluation of Uro Gynae patients who are suffering from 

mild Stress Urinary

Incontinence. In some of the patients , it is very difficult 

to identify during urodynamic studies in supine position 

when patient has a small drop of leak which do not come 

into beaker and remain in the perineum. Leak point 

detector module helps physician to identify the leak and 

treat their patients accordingly.

13 Para 6 (BOQ) Surface electrodes for EMG - 1000 

sets

Surface electrodes for EMG - 500 Pcs. Surface electrodes for EMG - 500 Sets

No change ConsideredLeak point detector module to detect 

even small drops of urine leakage

Para 15, pg 112
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Item Name: Urodynamic System 

14 Para 25, pg 1 Reusable pressure transducers - 3 

pcs( to be covered under both 

warranty & CMC) ; Domes: 50 pieces

We request you to please remove the warranty and CMC 

Clause for Reusable Pressure Transducers

Reason: The reusable pressure transducers are the 

consumable items.Therefore we request

you to that it should not be covered in

warranty and maintenance contract

(AMC or CMC).

No change Considered

15 Para 27, pg 1 The comprehensive warranty will be 5 

years (including all spares and labor) 

from the date of satisfactory installation 

of equipment. Also quote rates for 

comprehensive CMC (including all 

spares and labor) for 6th to 10th year, 

after expiry of warranty period. Cost of 

spares, accessories and consumables 

should also be quoted separately.

as per prebid discussion Deleted

16 Para 28, pg 2 There will be 95% uptime warranty 

during CMC period on 24 (hrs) X 7 

(days) X 365 (days) basis, with 

penalty, to extend CMC period by 

double the downtime period.If non 

functioning period exceed 2 weeks at a 

stretch , a temporary standby machine 

of same specification should be 

provided

as per prebid discussion Deleted

17 NA Suggested by bidder Following consumables and

accessories to be added:-

Not Considered

18 NA Suggested by bidder 1. Plastic cover for flow transducer to protect from water 

spillage – 25 Nos.

Remarks: This enhances the life of uroflow transducer 

and reduces recurring cost of damage of transducer due 

to water spillage.

Added Para: Plastic cover for flow transducer 

to protect from water spillage – 25 Nos.

19 NA Suggested by bidder 2. 500 Gm Calibration weight – 1 No. Added Para: 500 Gm Calibration weight – 1 

No.
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20 NA Suggested by bidder 3. Infusion Set – 10 Nos. Added Para:  Infusion Set – 10 Nos

21 NA Suggested by bidder 4. Ultrasound Gel for Bladder scanner – 20 Bottles Added Para:  Ultrasound Gel for Bladder 

scanner – 20 Bottles

22 NA Suggested by bidder 5. Thermal Printer Paper roll for Bladder Scanner – 10 

Pcs.

Added Para: Thermal Printer Paper roll for 

Bladder Scanner – 10 Pcs.

23 NA NA as per prebid discussion

Item description Quantity (approx. 

qty over 05 years 

being factored 

for bid ranking 

purposes only)

1 2 Lumen Catheter 8 Fr. 500 Pcs

2 2 Lumen Catheter 6 Fr. 500 Pcs

3 Rectal Catheter should be between 10-12 fr. 500 Pcs

4 Pump Tube 500 Pcs

5 Surface electrodes for EMG 500 Sets

6 Pressure Domes 250 Pcs

7 Connection tubings 500 Pcs

Added Para:-Price of essential consumables as shown below to 

be quoted separately which shall be considered for bid ranking( 

the unit price should be fixed for 05 years). These consumables 

may be ordered as and when required by the user department
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