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Tender Specification Representation received from Bidder Committee Recommendation

Should be light weight and less than 6 kg.

Reason: Kindly allow for wider participation

Should be light weight and less than 7.5 kg.

Reason: Kindly note that the asked specification is limiting 

the competition as the asked

specification is available with one or Companies.

Hence, we request to you amend this point for healthier 

competitions as well as wider participation

2 Para 3, pg 1 Should have the following mode of 

ventilation CMV, SIMV, CPAP, 

Demand mode and Manual breath 

mode.

Should have the following mode of ventilation CMV, SIMV, 

CPAP, Demand mode/Apnoea backup and Manual breath 

mode.

Reason: Kindly allow equivalent for wider participation

Should have the following mode of ventilation CMV, 

SIMV, CPAP, Demand mode/Apnoea backup and 

Manual breath mode.

3 Para 4, pg 1 Should have the following settings for 

Tidal volume 70 to 1500 ml, 

Frequency: 8-40 bpm. I:E ratio: 1:2 

PEEP :0-20cm H2o, Pressure relief 

valve: 20-60cm H2O, Oxygen Flow 

range: 0-35 L-min.

Should have the following settings for Tidal volume 70 to 

1500 ml, Frequency: 8-40 bpm. I:E ratio: 1:2 PEEP: 0-20cm 

H2O, Pressure relief valve: 20-60cm H2O, Oxygen Flow 

range: 0-15 L-min or more.

Reason: Kindly allow for wider participation

No change Considered

Kindly remove this point.This is company specific term and it 

comes with 1 or 2 companies, so kindly allow for wider 

participation

Reason: 

Kindly delete this point.

Reason: Kindly note that the asked

specification is limiting the

competition as the asked

specification is available with one

or Companies.

Hence, we request to you amend this

point for healthier competitions as

well as wider participation

Para 13, pg 14 Should be MRI Compatible.

Response To Pre-Bid Queries (Pre-Bid date: 21.11.2022)

GeM Bid Number: GEM/2022/B/2715402 Dated: 07-11-2022

Item Name:Transport Ventilator

Should be light weight and less than 

5 kg. Must be certified for use upto 

3T MRI environment.

Para 2, pg 11 No change Considered

Deleted
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